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DRIVECON™ CHARCOAL OXIDE 

Pascoe Vale, VIC 

PERMEABLE PAVING SPECIALISTS 

WATERPAVE IS THE INDUSTRY LEADER AND INNOVATOR IN THE CONSTRUCTION OF 

BONDED PERMEABLE OR PERVIOUS PAVING, SERVICING THE CIVIL, COMMERCIAL AND 

RESIDENTIAL CONSTRUCTION INDUSTRIES.   

WaterPave now offers two permeable concrete systems: DriveCon™ and DriveTec™.  Unlike 'no-fines' 

concrete, which has virtually no structural integrity, both WaterPave systems have been engineered to 

carry everyday vehicle loads, while allowing the rain water to flow through and recharge the soil below to 

satisfy local council permeability requirements.  

DRIVECON™ PERMEABLE CONCRETE 

 

DriveCon™ is WaterPave’s single-pour method 

made up of specialised binders and fine 

aggregates mixed together to form a strong, rigid 

paving system. The result is a flat, smooth finish 

allowing the water to pass through, reducing the 

effects of flooding and slowly returning the much-

needed rain water back to the water table. 

DriveCon™ is not only the most efficient 

permeable system on the market, it is also the most 

affordable. It can be installed on the smallest of 

areas to large commercial applications. A 

specialised coloured sealer and a border to frame 

the paving can be added to any project to 

enhance the overall appearance. 

APPLICATIONS 

Driveways, car parks, roadways, crossovers, 

footpaths, golf course paths, rear patios, tree 

protection zones and water-sensitive areas where 

an increased level of permeability is required.  
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125mm EXISTING NATURAL GROUND 

PERMEABLE FINE-AGGREGATE 

CONCRETE LAYER  

75mm – 125mm 

SCREENINGS BASE LAYER 

 

TECHNICAL INFORMATION 

• Infiltration rates exceeding 32,000 mm/hr, which is more than twice the industry standard. 

• Complies with Australian Standard AS 4586:2013 for Slip Resistance with a Classification of P5. 

• At 125mm thick, General Mass Limits (GML) of up to 10 tonne can be carried. 

 

 

 

 

 

 

 

 

COLOUR RANGE 

While care is taken to correctly represent the final installed product, specifications and colours may vary 

without notice. Other colours are available upon request. 

        
NATURAL BLUESTONE 

oxide 

CHARCOAL 

oxide 

 

SOAPSTONE 

oxide 

SANDSTONE 

oxide 

PEPPERCORN 

oxide 

PAPYRUS 

oxide 

RAVINE  

oxide 

 

MAINTENANCE 

WaterPave offers a full maintenance programme to keep its permeable paving system performing at its 

optimum flow rates all year ‘round.  

 


